
POLYBOOM oil containment booms are designed and 
manufactured by EPE S.A. based on the long expertise 
of our company in oil spill prevention operations, 
considering that for many years we have been one of 
the major companies in the field of environmental 
protection.

EPE has a proven reputation for delivering cost-effec-
tive solutions in the most challenging conditions.

Booms is the primary mean for the containment of oil 
spills or other floating pollutants, as their deployment 
and usage is very easy and provide reliable operation,  
with minimum maintenance requirements. 

Polyboom cylindrical Oil Boom is a very stable, 
light-weight and cost effective boom solution that can 
be deployed in multiple environments e.g. industrial 
sites, rivers and harbors and other calm waters.
Manufactured from high visibility PVC. It is easy to 
deploy and recover. The cylindrical floats inside the 
boom are made of closed cell foam. At the bottom it is 
equipped with a galvanized ballast chain sealed in a 
pocket to avoid human injuries.

Recently upgraded and certified

Suitable for ports, harbours and open 
sea

Manufactured according to quality 
standards of ISO 9001, ISO 14001, 
OHSAS 18001

High breaking strength and operational 
efficiency in adverse weather conditions

Easy operational management and 
usage

Durability to long term storage

High quality raw materials

Long year experience in designing, 
construction and support of oil spill 
prevention / response equipment.

Polyboom cylindrical boom is one of the most widely 
utilized floating containment booms due to its stable 
boyancy, rapid and easy deployment and suitability for 
various applications.

MARINE POLLUTION CONTROL

PolyBoom Cylindrical
Oil Containment Boom
Certified According to Greek Legislation



TECHNICAL DATA POLYBOOM CYLINDRICAL   

Available types and their technical characteristics are the following:
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Characteristics / Types

Total Height

Freeboard

Draught

Weight per meter

Section Length

Connection Type

Ballast

Floats per section

Flotation Material
(Cylindrical-shaped floats)

Boom wall Fabric

500 750 920 1100

500 mm 750 mm 920 mm

200 mm 300 mm 300 mm

300 mm 450 mm 620 mm

4,40 kg3,70 kg 5,30 kg

15 m15 m 15 m

U-Bolts U-Bolts U-Bolts U-Bolts

Galvanized
Chain 12mm

Galvanized
Chain 12mm

Galvanized
Chain 12mm

900 gram/m2 Polyester coated PVC fibers 

Closed cell polyethylene foam with tensity 19 kg/m3

Breaking strength of boom
wall and connections

Wall reinforcement

1100 mm

450 mm

650 mm

6,30 kg

15 m

36 pcs36 pcs 36 pcs 36 pcs

5700 kg5800 kg 5700 kg 5700 kg

1 longitudinal T-band with a breaking strength of 2500 kp

Galvanized
Chain 12mm

U-Bolts


